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Instructions 

1. Check to see if zip-tie is attached securing safety pin

2. Pressure gauge should be in the green zone

4. Make sure hose is attached and undamaged

5. Inspect the extinguisher for physical damage

3.   Make sure there is an inspection tag attached

6.   Make sure nothing is blocking access to or 
visibility of the Fire Extingsuisher

http://www.google.com/imgres?biw=1280&bih=705&tbm=isch&tbnid=gDJ4TDGLpfhtDM:&imgrefurl=http://blog.workforcetraining.isu.edu/blog/bid/298366/Safe-Use-of-Fire-Extinguishers&docid=g-dXsjl_8W8dRM&imgurl=http://blog.workforcetraining.isu.edu/Portals/178693/images/extinguisher.jpg&w=393&h=306&ei=imo8UpHYMcjAiwLC6oC4Dg&zoom=1&ved=1t:3588,r:88,s:0,i:351&iact=rc&page=5&tbnh=179&tbnw=230&start=88&ndsp=24&tx=148&ty=53
http://www.google.com/imgres?biw=1280&bih=705&tbm=isch&tbnid=rvwKVQ94MUWblM:&imgrefurl=http://blog.firesafeservices.com.au/firesafe/when_was_the_last_time_you_did_a_fire_extinguisher_inspection&docid=bayi5xSHc5GpXM&imgurl=http://blog.firesafeservices.com.au/blog-images/Fire Extinguisher Inspection.gif&w=431&h=400&ei=IWo8UtDBKsLjiAL50YCADQ&zoom=1&ved=1t:3588,r:19,s:0,i:136&iact=rc&page=2&tbnh=192&tbnw=207&start=19&ndsp=25&tx=75&ty=113



